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The BL 40 barrier is equipped with a powerful motor that 
can raise longer gate arms, even when equipped with 
accessories. The BL4x series offers extra-long security 
barriers to close off wide lanes. These robust barriers can 
be fitted with many accessories. One barrier... many 
different applications.

Common Applications:

Perimeter access (Industrial, hospitals…) Traffic 
management

SECURITY & SAFETY

• Automatic opening in case of power failure
• Vandalism Resistant
• Tip supports (electromagnetic, electronic locking, anti-

vandalism...)
• Automatic lifting of arm or locking of arm (optional)

AESTHETICS & CUSTOMIZATION

• Push button boxes
• Transmitter/receiver remote control
• Lighting for arm or housing
• Traffic lights
• Customized colors

ADAPTABILITY & FLEXIBILITY

• Easy installation
• AS1620 Logic board
• IP capable for remote monitoring

and control

RELIABILITY & PERFORMANCE

• Fast, fluid movement
•  Strong torque allows the boom to rise, whether it be

very long, heavy or equipped with many accessories

•  Products adapted for intensive use
• Robust housing, designed to protect the

components
• Operation in temperatures as low as -31°F (-35°C)
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STANDARD TECHNICAL CHARACTERISTICS

Power supply Single-phase 230 VAC - 50/60 Hz + ground (1)

Consumption 450 W

Motor Three-phased asynchronous 250W

Reversible ring and pinion speed reducer, service factor 1.2

Useful arm length (L) 3 to 8 m, in increments of 0.5 m

Operation not hampered by 120 km/h winds

Ambient operating temperature Between -20 and +50°C (without optional heating)

Relative ambient humidity 95% without condensation

Minimum opening/closing time Up to 3,4 sec., depending on the configuration and the application.

Net weight 220 kg (without arm)

Weight of the arm 20 to 30 kg, depending on length and without options

MCBF (Mean Cycle Between Failure) 5,000,000 cycles, in compliance with recommended maintenance

Sound level <70 db(A) (2)

IP rating IP44

Complies with European standards.

SURFACE TREATMENT

- Zinc-coated internal mechanical parts.

- Door and cover: stainless steel + structured paint.

- Frame : primer + structured paint.

WORK TO BE PROVIDED BY THE CUSTOMER

- Adapted ground fastening

- Power supply

- Wiring towards eventual external peripherals.

Note: Follow the installation plan (CH6943). Road
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CONFIGURATIONS
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OPTIONS
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